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Aluminum Truss Series
铝架系列

LED Gobo Projector 
图案灯系列

Stage Effect Machine Series
舞台特效设备系列



MS-BL04 
四头摇头激光RGB 3in1 Laser Beam Bar 
©J Voltage: AC100-240V 50/60Hz 
©! Power Consumption:48W 
©J Light Source: RGB 3in1 500mW laser diode.can mix any color you want 
©J DMX Channel: 8CH/13CH/22CH/35CH/48CH 
©J Control Mode: DMX512, Sound, Auto run, Maste「-slave
©! Beam angle: beam 1 ° 

©J Pan: 540° T仆t: 200° 

©J Display: 1.8 inch TFT display 
©J Fuse: F3A L250V 
©J Light size: 85.5*11 *24cm 
©! Net Weight: 1 0kg 

©工作电压 AC100-240V 50/60Hz 
©整机功率 48W 
0灯珠 RGB 3in1 500mW激光二极管，可以混合任何你想要的颜色
©控制方式 DMX,声控，自走，主从机
©通道 8通道／13通道／22通道／35通道／48通道
0光束角度 10 

© X/Y轴旋转角度 540° /200° 

©寻示屏 1.8寸TFT彩屏
©灯尺寸 85.5勹1*24cm 
©净至 10KG 

MS-BT1012 
LED暖白频闪灯LED Warm White Blinder Bar 
© Voltage: AC100~240V, 50/60HZ 
© Power Consumption: 77W 
© Light Sou「ce: 1 OW COB warm white led/amber led 
© DMX Channel: 3CH/5CH/1 OCH/13CH 
© Control Mode: DMX512, Master-slave, Sound control, Auto run 
© Lumen: A:3510 LUX@1 M 
© Beam Angle: 48° / 81 ° 
© Display: led Digital display 
© Light Size:101.5*14*10cm 
© Net Weight: 6KG 

©工作电压 AC100-240V 50/60Hz 
©整机功率 77W 
©灯珠 10W COB暧白色led／唬珀色led
©控制方式 DMX,声控，自走，主从机
©通道 3通道／5通道／10通道／13通道
©照度 A:3510 LUX@1M 
0光束角度 48° / 81 ° 

©灯尺寸 101.5*14*10cm 
©净重：6KG

照度Lumen:

三

MS-MH360 
LED可调焦蜂眼摇头灯
LED Bee Eye With Zoom Moving Head 
© Voltage: AC100~240V,50/60HZ 
© Powe「 Consumption: 240W 
© Light Source: original OSRAM 60W 4in1 LED 
© OMX Channel: 6CH/11 CH/12CH/22CH 
© Control Mode: DMX512, Master-slave, Sound control, Auto run, 
© Pan: 540° Tilt: 230° 

0 Beam Angle: 4° /43° 

0 Field Angle:7° /55° 

0 Display: 2.4 inch TFT display 
0 Light size: 29.5*2护37.5cm N.W.: 8.5KG 

0工作电压 AC100-240V 50/60Hz 
0整机功率 240W 
0灯珠：OSRAM 60W 4in1 LED 
0控制方式 DMX，声控，自走，主从机
©通道 6通道们通道|12通道／22通道
©光束角度 4° /43° 

©视场角度 7° /55° 

© X/Y轴旋转角度 540° /230° 

0显示屏 2.4寸TFT彩屏
©灯尺寸：29.5*25*37.5cm 净重：8.5KG

MS-MG60-SMD 
太阳花光束灯
LED Sunflower Beam Light 
/QJ Voltage: AC100-240V, 50/BOHZ 
/QJ Power Consumption: 85W 
/QJ Light Source: BOW RGBW LED, SMD led 
/QJ DMX Channel:4CH/1 OCH/15CH/20CH 

小角度Beam: small angle: 

R三气
大角度
Large angle: 

｀｀ 

/QJ Control Mode: DMX, Sound, Auto run, Master-slave 
/QJ Beam angle:3° 

/QJ Pan: 630° Tilt: 180° 

/QJ Display: 1.8inch TFT 
/QJ Light Size: 19勹4.5*28.5cm
/QJ Net weight: 3.5KG 

0工作电压 AC100-240V 50/60Hz 
©整机功率 85W 
©灯珠参数 BOW RGBW LED, SMD led 
0控制方式 DMX,声控，自走，主从机
©通道 4CH/1 OCH/15CH/20CH 
©光束角度 30 

© X/Y轴旋转角度 630° /180° 

0显示屏 1.8寸TFT彩屏
©灯尺寸· 19叮4．沪28.5cm
0净重3.5KG



空Lumen:

B 
w 

RGBW 

MS-057-FC 
Snow Petals 
©! Voltage: AC100~240V, 50/60HZ 
©! Power Consumption: 278W 
©! Light Source: 7pcs 40W COB-RGBW 
©! DMX Channel: 6CH, 9CH, 21CH, 30CH 
©! Control Mode: DMX, Sound, Auto run, Maste「-slave
©! Beam Angle: 113° 

©! Display: 1.8inch TFT 
©! Fuse: F5AL250V 
©! Light Size: 49.23*46.4*14.7cm 
©! Net Weight: 9.6KG 

©工作电压：AC100~240V, 50/60HZ 
©整机功率：278W
©灯珠参数：7pcs 40W COB-RGBW 
©通道 6CH, 9CH, 21CH, 30CH 
©控制方式 DMX,声控， 自走， 主从机
©光束角度：113°

©显示屏 1.8寸TFT彩屏
©保险：F5AL250V
©灯尺寸：49.23*46．心14.7cm
©净重： 9.6KG

MS-0S1-FC 
COB Par40W 
© Voltage: AC100-240V, 50/60HZ 
© Power Consumption: 43W 
© Light Source: Tianxin 40W COB-RGBW 
© DMX Channel: 5CH门CH/9CH
© Control Mode: DMX512, Master-slave, Sound control, Auto run 
© Lumen: R: 306LUX@1 M G: 269LUX@1 M B: 292LUX@1 M 

W: 182LUX@1 M RGBW: 907LUX@1 M 
© Beam Angle: 98° ,Display: LED display.Fuse: F3AL250V 
© Light Size: 15.9*21.5*20cm,Net Weight: 1.8KG 

O工作电压：AC100-240V, 50/60HZ 
©整机功率：43W
©光源：添鑫40W COB-RGBW 
©控制方式DMX 、 主副机、 声控 、 自走
©通道5通道／7通道／9通道
0照度：R, 306LUX@1 M G, 269LUX@1 M B, 292LUX@1 M 

W, 182LUX@1M RGBW, 907LUX@1M 
©发光角度98°

，显示屏LED显示屏 ，保险丝F3AL250V
©尺寸：15.9*21.5*20cm ，净亟：1.8KG

照度Lumen:

五言

三

MS-MTX9FC 
Matrix blinder 9 
/QJ Voltage: AC100-240V 50/60Hz 
/QJ Powe「 Consumption: 370W 
/QJ Light Source: 9x40W RGBW 4in1 
/QJ OMX Channel: 4CH, 7CH, 16CH and 38CH 
/QJ Control Mode: DMX512, Sound, Auto run, Maste「-slave
/QJ Beam angle: beam 8° 

/QJ Display: 2.4inch TFT display 
/QJ Fuse: F5AL250V 
/QJ Light Size: 42.4*42.4*25.4cm 
/QJ Net Weight: 9.2kg 

0工作电压：AC100-240V 50/60Hz 
0整机功率：370W
0灯珠参数：9x40W RGBW 4in1 
© DMX通道：4CH, 7CH, 16CH and 38CH 
0控制方式 DMX，声控， 自走， 主从机
©光束角度 8°

©显示屏 2.4寸TFT彩屏
O保险F5AL250V
©灯尺寸：42.4*42.4*25.4cm
©净重9.2kg

MS-50FC 
Finger Beam 5 
/QJ Voltage: AC100-240V 50/60Hz 
/QJ Power Consumption: 220W 
/QJ Light Source: 5x40w RGBW 4in1 LED 
/QJ OMX Channel: 4CH, 16CH and 22CH 
/QJ Control Mode: DMX512, Sound, Effect mode, Master-slave 
/QJ Beam Angle: beam 8° 

/QJ Display: 2.4inch TFT display 
/QJ Fuse: F5AL250V 
/QJ Light Size: 57.35*27.82*17.15cm 
/QJ Net Weight: 4.9kg 

0工作电压：AC100-240V 50/60Hz 
©整机功率：220W
0灯珠参数：5x40w RGBW 4in1 LED 
0通道：4CH, 16CH and 22CH 
©控制方式 DMX，声控， 自走， 主从机
©光束角度光束8°

0显示屏 2.4寸TFT彩屏
O保险F5AL250V
©灯尺寸：57.35*27.82*17.15cm
©净重4.9kg



照Lumen:
R 

RGBW| 56000 LUX@lM 
频闪Strobe Light: 
W: 2000LUX@lM 

照度Lumen:（光束Beam)

R三三

照度Lumen:（光束Beam)

R三

Razor 
© Voltage: AC100-240V 50/60Hz © Power Consumption: 289W 
© Light Source: 5x40W RGBW 4in1 LED, 250x0.2W strobe 
© DMX Channel: 14CH, 23CH, 38CH 
© Control Mode: DMX512, Sound, Auto run, Master-slave 
© Beam Angle: Beam 6° , St「obe 71° © X/Y: 360° unlimited 
© Display: 2.5 inch TFT display © Fuse: F5AL250V 
© Light Size: 51.5*18.0*28.2cm © Net Weight 11 kg 

©工作电压AC100-240V 50/60Hz ©整机功率289W
©灯珠参数： 5x40W RGBW 4in1 LED, 250x0.2W strobe 
© DMX通道14CH,23CH,38CH
©控制方式 DMX，声控

＇

， 自走， 主从机
©光束角度光束6° ， 频闪71° ' ©X/Y轴360° unlimited 
©显示屏 2.5寸TFT彩屏
©保险：F5AL250V
©灯尺寸：51.5*18.0*28.2cm
©净至11kg 

MS-CMB40-RGB 
RAZOR RGB 
/QJ Light Source: 5*40W RGBW 4in1, 250*0.2W-RGB strobe 
/QJ DMX Channel: 16CH, 21CH and 36CH 
/QJ Control Mode: DMX, Sound Active, Show mode, Maste「-slave
/QJ Beam Angle: Beam 6° , Strobe 160° 

0灯珠参数5pcs*40W RGBW 4in1, 250*0.2W-RGB频闪
/QJ DMX通道：16CH, 21CH and 36CH 
0控制方式 DMX,声控， 自走， 主从机
0 光束角度光束6° ，频闪160°

MS-CMB500 
Flying strobe 
© Voltage: AC100-240V 50/60Hz 
© Power Consumption: 150W 
© Light Source: 500*0.2W-RGB strobe 
© DMX Channel: 12CH, 15CH and 19CH 
© Control Mode: DMX, Sound, Show mode, Master-slave 
© Beam Angle: St「obe 160° 

© X/Y: 360° infinity 「otation
© Display: 2.4inch TFT display 
© Fuse: F5AL250V 
© Light Size: 53.89*27*18cm 
© Net Weight: 7.85kg 

©工作电压： AC100-240V 50/60Hz 
©整机功率： 150W
©灯珠参数500*0.2W-RGB频闪
© DMX通道： 12CH, 15CH and 19CH 
©控制方式 DMX,声控， 自走， 主从机
© 光束角度频闪160°

© X/Y: 360° 无限旋转
©显示屏 2.4寸TFT彩屏
©保险：F5AL250V
©灯尺寸： 53.89*27*18cm 
©净重7.85kg
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MS-1925 
NEW 19 / 25W ZOOM LED Moving Head 
0 Input Voltage, AC100 ~ 240V, 50/60Hz 
OPower Consumption:500W 
0 LED Source: 19 / 25W Prolight LED 
O DMX Channels: 15/27 channels mode 
OVariable strobe effects 
OBeam Angel:10° ~ 60° 

OBlue white LCD display fo「 easy navigation 
OExtremely small, fast and powerful LED moving beam 
0Weight:9.5Kgs Dimension:350 x 200 x 400mm 
OPerfect fo「 stage,theatre, T V  studio,「ental and discotheques 

©电压：AC100 ~ 240V, 50/60Hz 
O功率：500W
0光源19 / 25W专业LED
©DMX 通道：15/27 CH 
0多种频闪效果
0光束角度：10° - 60° 

O蓝白LCD显示屏， 易操作
©极小，快速， 高功率LED摇头光束
0宣量：9.5Kgs 尺寸：350 x 200 x 400mm 
O适用于舞台，剧院， 电视演播室， 出租和迪斯科舞厅

MS-3725 
NEW37 /25WZOOM LED Moving Head 
Input Voltage, AC100 ~ 240V, 50/60Hz 
Power Consumption:750W 
LED Source:37 / 25W P「olight LED 
DMX Channels: 15/27 channels mode 
Variable strobe effects 
Beam Angel:10° - 60° 

Blue white LCD display for easy navigation 
Ext「emely small, fast and powerful LED moving beam 
Weight:17Kgs Dimension:410 x 200 x 465mm 
Perfect to「 stage,theatre, TV studio,「ental and discotheques 

电压：AC100 ~ 240V, 50/60Hz 
功率：750W
光源37 / 25W专业LED
DMX 通道 15/27 CH 
多种频闪效果
光束角度：10° ~ 60° 

蓝白LCD显示屏， 易操作
极小，快速， 高功率LED摇头光束
重量：17Kgs 尺寸：410 x 200 x 465mm 
适用于舞台，剧院， 电视演播室， 出租和迪斯科舞厅



照度Lumen: (Beam) 

二

照度Lumen: (Beam) 

二

MS-CPW40 
Onion 
©Voltage: AC100-240V 50/60Hz 
©Power Consumption: 64W 
©Light Source: 1x40w RGBW 4in1 LED, 76x0.2W SMD-RGB 
©DMX Channel: 11 CH/14CH 
©Control Mode: DMX512, Sound, Auto run, Master-slave 
©Beam Angle: beam 8° 

©Display: LED display 
© Fuse: F3AL250V 
©Light Size: 27.0*17.0*24.0cm 
©Net Weight: 3.3kg 

O工作电压：AC100-240V 50/60Hz 
©整机功率：64W
©灯珠参数： 1x40w RGBW 4in1 LED, 76x0.2W SMD-RGB 
©DMX通道11CH/14CH
©控制方式 DMX,声控， 自走， 主从机
©光束角度 光束8°

©显示屏 LED显示屏
©保险： F3AL250V
O灯尺寸： 27.0*17.0*24.0cm
©净亟3.3kg

MS-MW40 
Moving Onion 
OVoltage: AC100-240V 50/60Hz 
OPowe「 Consumption: 130W 
掣ght Source: 1x40w RGBW 4in1 LED, 76x0.2w SMD-RGB 
ODMX Channel: 14CH, 19CH 
OControl Mode: DMX512, Sound, Show mode, Master-slave 
0 Beam Angle: beam 8° 

(/,')J X/Y: 540° /205° 

ODisplay: 2.4inch TFT display 
O Fuse: F3AL250V 
Olight Size: 29.5*19.2*35.2cm 
ONet Weight: 7.2kg 

©工作电压： AC100-240V 50/60Hz 
0整机功率：130W
0灯珠参数：1x40w RGBW 4in1 LED, 76x0.2w SMD-RGB 
O DMX通道14CH, 19CH 
0控制方式 DMX512, Sound, Show mode, Master-slave 
© 光束角度beam 8° 

ox怀540° /205° 

© 显示屏：2.4inch TFT display 
O 保险：F3AL250V
0灯尺寸：29.5*19.2*35.2cm
0净重7.2kg

MS-MPS4-03FC 
LED Pocket Wash Moving Head Light 
©Voltage: AC100~240V, 50/60HZ 
© Power Consumption: 11 OW 
©Light Source: 10W RGBW (Tianxin) 
© DMX Channel: 6CH/1 OCH/19CH/32CH/56CH 
©Control Mode: DMX512, Master-slave, Sound cont「ol, Auto run 
©Lumen: R:1455LUX@1M, G: 2740LUX@1M, B: 2490LUX@1M, 

W: 2790LUX@1 M ,RGBW: 9120LUX@1 M 
© Beam Angle: 42° ,X/Y: 540° /230° 

©Display: 2.4inch TFT LCD display, Fuse: F3AL250V 
© Light Size: 1004*113*25Bmm,Net Weight: 11.4KG 

©工作电压：AC100~240V, 50/60HZ 
©整机功率：110W
©光源：10W RGBW（添鑫）
©控制方式DMX、 主副机、 声控、 自走
©通道6通道／10通道／19通道厄2通／56通道
©照度R:1455LUX@1M, G:2740LUX@1 M, B:2490LUX@1 M, 

W:2790LUX@1 M ,  RGBW:9120LUX@1 M 
©发光角度42° ,X旋转角度540° ,Y旋转角度230°

©展示屏2.4寸TFTLCD屏保险丝F3AL250V
©尺寸：1004*113*258mm ，净重：11.4KG

MS-CBOS 

Radio 

Specifications 
© Voltage: AC100-240V 50/60Hz © Power Consumption: 76W 
© Light Source: SMD: 87x0.2w RGB 3in1 

+Derby : 2x8w RGBW 4in1 +Laser: R=150mW ,G=50mW
+Gobo effect: 6*3w R/G/B CREE single colo「

© DMX Channel: 3CH/23CH 
(QJ Control Mode: DMX512, Sound, Auto run, Master-slave,IR 
SMD: 
R: 33LUX@1 M G: 79LUX@1 M B: 68LUX@1 M RGB: 168LUX@1 M 
Derby: 
R: 780LUX@1 M G: 1300LUX@1 M 
B: 1500LUX@1 M W: 1800LUX@1 M 
RGBW: 3260LUX@1 M 
Gobo light: 
R: 718LUX@1 M G: 720LUX@1 M 
B: 1144LUX@1 M RGB: 1786LUX@1 M 
© Beam Angle: Derby 6° , SMD 136° ,Gobo light: 17° 

© Display: LED display © Fuse: F3AL250V 
© Light Size: 54.4*22.9*18.5cm © Net Weight: 5.5kg 



MS-LPB4-60 
60W COB 4 Par Light 
©工作电压：AC100-240V, 50/60HZ 

©整机功率：240W

O光源TX-3840RGBS80D180-001HBO 

©控制方式DMX、 主副机、声控、 自走、 脚踏板

O通道6通道／9通道／21通道

©照度R, 1320LUX, G, 1700LUX@1 M, B, 1860LUX@1 M 
W, 1620LUX@1M, RGBW, 6600LUX@1M, 

©发光角度33°

©显示屏:LED显示屏

O保险丝：F3AL250V

O尺寸：1000*106*267mm

O净重：13.8KG

©Voltage: AC100~240V,50/60HZ 

©Power Consumption: 240W 

© Light Source: TX-3840RGBSBOD180-001 HBO 

© DMX Channel: 6CH/9CH/21 CH 

©Control Mode: DMX512, Master-slave, 
Sound control, Auto run, Pedal cont「ol

©Lumen: R: 1320LUX, G: 1700LUX@1M , B: 1860LUX@1M 
W: 1620LUX@1 M, RGBW: 6600LUX@1 M; 

© Beam Angle: 33° 

© Display: LED display 

© Fuse: F3AL250V 

© Light Size: 1000*106*267mm 

© Net Weight: 13.8KG 

~己丑竺竺卢勺
MS-ES4-12RGBW 
Combination effect par system 

Specifications 
©Voltage: AC100-240V 50/60Hz 

©Powe「 Consumption: 126W 

© Light Source: 12x1 w R/G/B印single color (par can) 

2x8w RGBW 4in1 (derby light) 

4X1 w white (strobe light) 

150mW Red + 50mW Green (laser light) 

©OMX Channel: 3CH/22CH and 52CH 

©Control Mode: DMX512, Sound, Show mode, 

Maste「-slave, Foot con甘oller, IR 「emote

Par Light: 
R: 1148 LUX@1 M G: 2570 LUX@1 M 

B: 2890 LUX@1 M W: 2630 LUX@1 M 

RGBW: 9300 LUX@1 M 

Derby Light: 
R: 575 LUX@1 M G: 1263 LUX@1 M 

B: 1561 LUX@1 M W: 2440 LUX@1 M 

RGBW: 4310 LUX@1M 

-
—

-、
-- － ---.... 

Strobe Light: 
W: 756 LUX@1 M 

© Beam Angle: Par 43° , De「by 5° , Strobe 39° 

© Display: LED display 

© Fuse: F3AL250V 

©匕ght Size: 100.2*17.5*48.9cm 

© Net Weight: 9.2kg 

- － --.... 



MS-CB12FC 

LED Pix Bar 4in1 Indoor 

蠡 ， ` ， ． ， ｀ ， ` ` 

工作电压：AC100~240V, 50/60HZ 

整机功率：95W

光源JX-SPEC-RGBW-008

JXP-FFDOO-OOACB 

控制方式DMX、 主副机、 声控 、 自走

通道8通道／16通道

照度：R:697LUX@1M G:1340LUX@1 M 

B:1270LUX@1 M W:1970LUX@1 M 

RGBW:521 OLUX@1 M 

发光角度33°

显示屏LED昆示屏

保险丝F3AL250V

尺寸：1062*63*143mm

净重：3.6KG

MS-STOS-RGB 

SMD LED Pixel Bar 

工作电压：AC100-240V, 50/60HZ 

整机功率：64W

光源320*0.2W-5050RGB 3合1

通道3CH/5CH/17CH/26CH/40CH/41CH 

控制方式DMX、 主副机、 声控 、 自走

照度R:162 LUX@1M, G:426 LUX@1M, 

B:413 LUX@1 M, RGB:857 LUX@1 M 

发光角度：154°

显示屏数码显示

尺寸：100.3*铲13.3cm

净重：2.75KG

MS-CB12RGB 

LED 3in1 Wash Bar 

电源 AC100V-240V 50-60Hz 

总功率· 12OW 

光源 96颗 3色0.2W,

156颗0.5W白光

12颗3W暖白

通道 13CH/87CH{76CH{74CH{7CH/5CH 

控制模式 DMX512,声控，自走3种模式

特色自走流水 ，灯带光束， 染色三合—

Voltage: AC100~240V, 50/60HZ 

Power Consumption: 95W 

Light Source: JX-SPEC-RGBW-008 

JXP-FFDOO-OOACB 

DMX Channel: 8CH/16CH 

Cont「ol Mode: DMX512, Maste「-slave,

Sound control, Auto run 

Lumen: R: 697LUX@1 M; G: 1340LUX@1 M, 

B: 1270LUX@1 M; W: 1970LUX@1 M, 

RGBW: 521 OLUX@1 M 

Beam Angle: 33° 

Display: LED display 

Fuse: F3AL250V 

Light Size: 1062*63*143mm 

Net Weight 3.6KG 

Voltage:AC100-240V, 50/60HZ 

Power Consumption:64W 

Light Source:320*0.2W-5050RGB 3in1 

OMX Channel:3CH/5CH/17CH/26CH/40CH/41 CH 

Control Mode: DMX512, Master-slave, 

Sound control, Auto run 

Beam Angle:154° 

Display:Digital display 

Light Size: 100.3*6* 13.3cm 

Net Weight:2.75KG 

Voltage:AC1 OOV-240V 50-60Hz 

Powe「 Consumption:120W 

Light Sou「ce:96pcs 3color 0.2W, 

156pcs 0.5W White, 

12pcs 3W Warm white 

OMX Channel:13CH /87CH{76CH{74CH{7CH/5CH 

Control Mode: DMX512, Maste「-slave,

Sound con甘ol, Auto run 

Features: Auto water, Light strip, 

Beam, Wash, 3in1 
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MS-BLOB 

Moving laser Beam Bar 
©工作电压AC100-240V 50/60Hz O Voltage: AC100-240V 50/60Hz 

0整机功率：80W

©灯珠参数红500mW 638nM, 

8x3W CREE唬珀led

O DMX通道：3CH, 6CH, 21 CH and 24CH 
© OMX Channel: 3CH, 6CH, 21 CH and 24CH 

©控制方式 DMX，声控，自走， 主从机
© Control Mode: OMX, Sound Active, 

03W唬珀 ：9960LUX@1M

0光束角度·光束9°

©显示屏 1.8寸TFT彩屏

O保险F3AL250V

©灯尺寸：93.8*16.61*10.08cm 

©净重7.2kg

MS-CB05 

VS RGB+UV QUAD Color 

电压 AC100-240V 50 / 60Hz 

消耗功率52W

光源 5x8w RGB + UV 4合1 LED, 
30x0.2w贴片RGB

DMX通道 12CH / 55CH 

控制模式 DMX512，声控 ，自走 ， 主从，红外
红730LUX @ 1M绿1020LUX @ 1 M, 

蓝950LUX @ 1M ， 紫350LUX @ 1M, 
全亮3000LUX @ 1M 

光束角度光束30°

显示方式 LED显示
保险丝：F3AL250V
灯尺寸33.43 • 21.41 • 15.3cm 

净重 2.5kg 

MS-ST09-UV 

UV BAR 

电压 AC100-240V, 50 / 60HZ 

消耗功率: 27W 

光源 3W UV 

DMX频道 1CH, 2CH 

控制模式 DMX512，声控 ，自走 ， 主从

紫424 LUX @ 1M 

光束角度： 87° 

显示方式 LED显示

保险丝 F3AL250V 

灯尺寸36.77 * 7.5 * 12.25cm 

净甄 1.6KG 

0 Power Consumption: SOW 

0 Light Source: Red: 500mW 638nM, 

8x3W CREE Amber led 

Auto run, Maste「-slave

© 3W Ambe「: 9960LUX@1M

© Beam Angle: beam 9° 

© Display: 1.8inch TFT display 

© Fuse: F3AL250V 

© Light Size: 93.8*16.61 *10.0Bcm 

© Net Weight: 7.2kg 

Voltage: AC100-240V 50/60Hz 
Power Consumption: 52W 
Light Source: 5x8w RGB+UV 4in1 LED, 

30x0.2w SMD-RGB 
DMX Channel: 12CH/55CH 
Control Mode: DMX512, Sound, 

Auto run, Maste「-slave,IR
R: 730LUX@1 M, G: 1020LUX@1 M, 
B: 950LUX@1 M, UV: 350LUX@1 M, 
FULL: 3000LUX@1 M 

Beam Angle: beam 30° 

Display: LED display 
Fuse: F3AL250V 
Light Size: 33.43*21.41 *15.3cm 
Net Weight: 2.5kg 

Voltage: AC100~240V, 50/60HZ 

Power Consumption: 27W 

Light Source: 3W UV 

DMX Channel: 1 CH, 2CH 

Control Mode: DMX, Sound, Auto run, 

Master-slave 

UV: 424 LUX@1 M 

Beam angle: 87° 

Display: LED display 

Fuse: F3AL250V 

Light Size: 36.77*7.5*12.25cm 

Net Weight: 1.6KG 



MS-PR480 
LED 480W Profile Light   

MS-PR700  
LED 700W Profile Light   

Input Voltage:100-240V 50/60 Hz            Light Source: 700W white LED, 8000K
LED lifetime: 10000 hours                        CRI: 73-90
Movement: Pan 540°；Tilt 270°； auto X/Y repositioning, fast, quiet and smooth
Framing: 4 groups and eight directions of blade, multiple design 
Gobos: one static gobo wheel:  8 gobos + open

one rotating gobo wheel: 6 gobos + open, interchangeable, indexable
one animation wheel: dynamic effect like flame or water, etc.

Color: one color wheel, 7 colors+ Open; 
CTO: ndependent CTO, color temperature can be linear adjusted
CMY: Independent CMY, with linear color change, limitless color mixing
Prism: 3 facet linear prism，6 facet linear prism Focus:  Automatic focus
Zoom: 5°～ 55° linear zoom          Iris:  5%-100% motorized linear iris adjustment
Dimming：0～100% linear dimming Display: LCD display
Strobe：0-20Hz, With strobe effect, 1-25 times/second
Frost：  35°-65° With frost effect, with 3 frost lever-heavy, medium and light
Control Mode: DMX 512, RDM, Artnet (Optional), Auto-running, Master/salve, 

Sound active, Built-in program
Channel: 36CH                Gross weight: 42KG                Net Weight：38KG
Packing size：90.5x56x45.5CM

Power Consumption: 480W 
Voltage: AC100-240V 50/60Hz                  CT:6500k                Life: ＞20,000H
Standard mode: Ra>70                              High CRI mode: Ra>90
Input power: 550w   
Pan movement: 540°/630° optional (16 bit)
Tilt movement: 270° (16 bit )                      COLORS: CMY infinite color mixing
1 Rotating gobo wheels: 7 interchangeable + open ,with shaking effect and gobo 

wheel can be positioned
1 fixed gobo wheel: 8 interchangeable+open,with gobo shaking effect
DMX channels: 34/54 CH
prism: 1 bidirectional 5-facet rotating prism , prism can be positioned
Focus： linear focus
Shutter: electronic, variable from 1-25Hz or random
Dimming: 0-100% linear dimming              Frost: heavy frost
Zoom: 4.5°- 55°linear zoom
N.W:24KG                       G.W:26KG
Product Dimensions:283*369*763mm         Packing Dimensions:380*840*460mm

MS-PR1000  
LED 1000W Profile Light   

Power supply: AC100~240V, 50/60Hz Power Consumption: 1000W
Light source: High power 800W white LED engine/Flicker-Free Source
Rated life: 20,000 hrs Color temperature: 6800K
Standard mode Ra:≥74,High CRI mode: Ra≥90             Luminous flux: 25000LM
Focus:Motorized focusing, ultra-smooth focus adjustment
Iris: Motorized, linear                                Strobe: 25Hz with random pulse strobe
Dimming:0~100% linear dimming                                 Frost: 0~100% linear frost
Zoom angle: 6 degree to 50 degree linear zoom
Effect SECTION: CMY color mixing system,Independent CTO filter from 2800k 

to 5600k linear adjust
Color wheel: 6 fixed colors + white, half-color with rainbow effect
Rotating gobo wheel:7 replaceable rotating gobos + white with gobo shaking

(Diameter 16.5MM, External diameter 26.9MM, Thickness 1.1MM)
Fixed gobo wheel: 6 fixed gobos + white with gobo shaking(24.5MM)
Prism wheel: Rotating 3-faced prism+6-faced linear prism, two prisms can be overlaid
Animation wheel with water, wave and flame effects, rotatable and replaceable
Pan/Tilt: 540/270°16bit               Control mode: DMX512/RDM/Auto run/Artnet(Optional)
DMX channels: 36CH                     IP: IP20
Product size: 510L*345W*800H(mm)               Net weight: 40kgs/Gross weight: 43kgs

14

MS-B400CMY 
400W Led Beam/Spot/Wash 3in1   

Input voltage: AC110V-240V/50-60HZ Light source specification: led 400W
Light source life: 20000 hours Lumen illuminance: 5 meters 120,000 lm
Rated power: 430W Channel mode: 23 channels
Horizontal scan: 540 degrees (16bit precision scan) electronic error correction
Vertical scanning: 270 degrees (16bit precision scanning) electronic error correction
Dimming system: 0-100% linear adjustment                     Zoom angle: 4-35 degrees
Focusing system: linear adjustment from 4 meters to 50 meters
Frost system: 1 independent frost effect, soft and natural light spot
High-speed strobe: 0-30 times/sec. Adjustable speed strobe effect. Strobe macro function
Color: 8colors + white light. Color half-color function
Color mixing system: linear CMY+CTO color mixing system.
Fixed patterns: 12 fixed patterns + white light
Rotating pattern: 7 glass patterns, each glass pattern can be independently 

forward and reverse
Prism system: standard 6 facet prism and 8 facet prism, each prism can be 

independently forward and reverse
Macro function: console reset function, self-propelled mode, master-slave mode
Working environment: -20 degrees - 40 degrees                   Protection level: IP20
Product net weight: 22.5KG                           Product size: 38*27*65CM (L*W*H)



MS-B300 
300W Led Beam Light 

Voltage: AC100-240V,50-60Hz                                     Power:300W
Light source : LED module light source
Lens peripheral auxiliary light: 31 0.5WRGB three-in-one LEDs
Color wheel: a color wheel, each color wheel consists of 13 color chips + white light;
Pattern plate: 11 patterns + white circle effect;              Prism: 12+6 prism
Independent atomizing plate + colorful plate
DMX channels: 22 DMX channels
Beam angle 2.8°;                      Horizontal 540°,  Vertical 270°, 
Control mode: DMX512/master-slave/automatic;
Display screen: 1.8-inch color screen, can be displayed upright/inverted, Chinese 

and English cut With RDM function
Protection class: IP20;                   Lamp body size: L29.6cm x W 22.4cm x H49.5cm
Package size: 36.5 x 28.5 x 53.5cm              G.W: 14kg

电压：AC100-240V,50-60Hz                   功率：300W 光源：LED模组光源
镜头周边辅助灯：31颗0.5WRGB三合一LED
色轮：一个色轮，每个色轮由13个色片+白光组成；               图案盘：11个图案+白圈效果；
棱镜：12+6棱镜                          独立雾化板+彩板 DMX通道：22个DMX通道
光束角2.8°；                                水平540°， 垂直270°,               控制方式：DMX512/主从/自动；
显示屏：1.8寸彩屏，可正反显示，中英文切,具有RDM功能
防护等级：IP20；
灯体尺寸：L29.6cm x W 22.4cm x H49.5cm
包装尺寸：L36.5cm x W28.5cm x H53.5cm
毛重：14kg

Input Voltage: AC90-260V 50/60Hz
Light Source: 350W High Output White LED 
Control Signal: DMX 512, master-slave and sound activated or auto operation
Control Channel: 16/18 DMX Channels USITT DMX-512
Power Consumption: 450W
Dimensions: 312(L)*222(W)*590(H)mm
Packing size: 390(L)*310(W)*710(H)mm 
Net Weight: 16kg,Gross Weight: 19kg

输入电压：AC90-260V 50/60Hz
光源：350W高输出白光LED
控制信号：DMX 512，主从和声控或自动运行
控制通道：16/18 DMX 通道 USITT DMX-512
功耗：450W
尺寸：312(L)*222(W)*590(H)mm
包装尺寸：390(L)*310(W)*710(H)mm
净重：16kg，毛重：19kg

MS-B350BSW-2
350W Led Beam Spot Wash 3IN1 
Moving Head 



MS-B350BSW-1 MS-B380BSW-1
350W Beam Spot Wash 3IN1 
Moving Head 380 beam lights with 13 silent motors

X-axis three-phase motor (540-degree rotation direction change)
Y-axis three-phase motor (270-degree rotation direction change)
Color wheel: 14 color chips + white light
Gobo wheel: 17 fixed gobos + white light
Atomizing motor: one-piece atomizing sheet with colorful
Strobe machine: high speed double strobe
Focusing: dual motor HD focusing
Double prism: one 8 prism + one honeycomb prism (8+16+24) double prism can 

be superimposed, and can rotate independently in both directions

MS-B380  
380W Beam Moving Head Light 

380光束灯采用13个静音电机
X轴三相电机（540度旋转变向）                 Y轴三相电机（270度旋转变向）
颜色盘采用：14个色片+白光 图案盘：17个固定图案+白光
雾化电机：一体雾化片七彩 频闪电机：高速双频闪
调焦：双电机高清聚焦
双棱镜：一个8棱镜+一个蜂窝棱镜（8+16+24）双棱可叠加，可双向独立旋转效果
手拉手航空插电源线接入口（演出工程优选)

/ 380W

/ 380W



Voltage: AC100V～240V 50-60HZ Rated Power: 760W
LED Source: 19x40W high power RGBW 4 in 1 LEDs
Zoom: 7°-50° Strobe: 0-25Hz
Control Mode: DMX512,Sound-actived,Master/slave
DMX Channels: 22/26/36/78 four channel mode
Dimmer: 0-100% linear dimmer Pan: 540°+16 bit fine 
Tilt: 220°+16 bit fine Display: LCD colorful display
IP: IP20 Fixture dimension: 405*234*440mm
N.W:15.2 Kg                          G.W: 18.7 Kg
Package dimension: 62*39*51 CM (1pc/ctn)

电压：AC100V～240V 50-60HZ 额定功率：760W
LED 光源：19x40W 大功率 RGBW 4 合 1 LED               变焦：7°-50°
频闪：0-25Hz 控制方式：DMX512，声控，主/从
DMX 通道：22/26/36/78 四通道模式 调光：0-100%线性调光
平移：540°+16 位精细 倾斜：220°+16 位精细
显示：液晶彩色显示 防护等级：IP20
夹具尺寸：405*234*440mm
净重：15.2 公斤   毛重：18.7 公斤
包装尺寸：62*39*51 CM (1pc/ctn)

MS-BY1940
19X40W  LED Super Bee Eyes 
Moving Head With Zoom Function

电压：AC100-240V 50-60Hz 功耗：260W
光源：6×40w RGBW 光束角：5-45°
源寿命：100,000 小时 颜色：16.7亿种颜色
工作模式：声音（音频）激活、显示模式、DMX、主/从。
Powercon：输入/输出
DMX通道：14CH/15CH/27CH/39CH
重量：8.5KG
尺寸：670*180*350mm

Voltage: AC100-240V   50-60Hz
Power Consumption:260W
Light Source: 6×40w RGBW
Beam Angle: 5-45° 
Source life: 100,000 hours  
Color: 1670 million kinds of colors 
Working modes: Sound (Audio) Active, Show Mode, DMX, Master/ Slave.
Powercon: Input / Output
DMX Channel: 14CH/15CH/27CH/39CH
W:8.5KG
Size: 670*180*350mm 

MS-1240A
6x40W Pixel Bar

电压：AC100-240V 50-60Hz 功耗：260W
光源：12×40w RGBW 光束角：5-45°
源寿命：100,000 小时 颜色：16.7亿种颜色
工作模式：声音（音频）激活、显示模式、DMX、主/从。
Powercon：输入/输出
DMX通道：52CH/16CH/64CH/21CH
重量：12.5KG
尺寸：1050*180*350mm

Voltage: AC100-240V   50-60Hz
Power Consumption:260W
Light Source: 12×40w RGBW
Beam Angle: 5-45° 
Source life: 100,000 hours  
Color: 1670 million kinds of colors 
Working modes: Sound (Audio) Active, Show Mode, DMX, Master/ Slave.
Powercon: Input / Output
DMX Channel: 52CH/16CH/64CH/21CH
W:12.5KG
Size: 1050*180*350mm 

MS-1240
12x40W Pixel Bar

MS-1915 
19x15W Zoom Wash Moving Head 

Voltage :100–240 V, 50/60 Hz
Lamp: 19pcs 15W RGBW 4in1 LEDs
Power consumption: 350W
Beam angle: 8-58degree
Dimmer: 0-100% dimming Strobe: 0~20HZ
Control mode : Standard DMX512, Automatic and
Master/ slave mode
DMX channel: 16/24CH
IP rate: IP20
Pan rotation:540 degree Tilt rotation:240 degree
Data in/out:3-pin XLR in&out and PowerCon in&out
N.W.:8kgs G.w.:9.5kgs
Dimension:32*21*38cm

电压：100‒240 V，50/60 Hz
灯：19颗15W RGBW 4in1 LED 功耗：350W
光束角：8-58度
调光：0-100%调光频闪：0~20HZ               控制方式：标准DMX512、自动、
主/从模式
DMX通道：16/24CH 防护等级：IP20
平移旋转：540 度倾斜旋转：240 度
数据输入/输出：3针XLR输入&输出和PowerCon输入&输出
净重：8 公斤 毛重：9.5 公斤
尺寸：32*21*38cm





: AC100-240V,50-60Hz        : 150W          DMX : 14 

LED :  100W  LED 15°Lumin 3420 Lux @ 5m

DMX512 /  RDM

7  + 

7 +

6  + 

540° 270° / 1-20t/s

0-100%

28*21.5*37 5.9 kg 7.0kg

Voltage: AC100-240V,50-60Hz         Power Consumption: 150W

DMX Channel: 14 CH LED Source: ultra bright 100W white LED

Beam Angle: 15° Lumin: 3420 Lux @ 5m

Control Mode: DMX512, Master/Slave, Auto, Sound. Support RDM

Color Wheel: 7 colors + white, spilt colors , rainbow effect. 

Fixed Gobo Wheel: 7 gobos + blank, rainbow effect, gobo shake. 

Rotation Gobo Wheel: 6 glass gobos + blank , Rainbow effect, gobo shake. 

Prism: 3-facet or 6-facet prism can adjustable rotating speed and direction. 

Movement: Pan: 540° Tilt: 270°,Pan/Tilt speed adjustable. Strobe: 1-20t/s

Dimmer: 0-100% linear dimming         Focus: motorized focus

Size: 28*21.5*37 cm           N.W.: 5.9 kg           G.W.: 7.0 kg

MS-R100
100W Led Spot Moving Head Light

Working voltage: AC220V/50Hz
Product power: 150W
Lamp bead parameters: 100 W white light
Control mode: international general DMX512, 12 channels
Working mode: DMX512, master/slave, self-propelled, voice control
Dimming method: 0~100% ultra-smooth dimming
Strobe: 25 times/sec
N G:  4.05KG                          G W:  4.7kG                 Size:  26x24ⅹ33cm

工作电压：AC220V/50Hz
产品功率：150W
灯珠参数：100 W白光
控制方式：国际通用DMX512，12通道
工作模式：DMX512，主/从机，自走，声控
调光方式：0~100%超平滑调光
频闪:  25次/秒
净重: 4.05KG                       毛重4.7kG 尺寸： 26x24ⅹ33cm

MS-B100
100W LED BEAM MOVING HEAD





Input Voltage: AC90-260V 50/60Hz Light Source: 250W High Output White LED 
Control Signal: DMX 512, master-slave and sound activated or auto operation
Zoom angle: 5.5°~30°                                     Power Consumption: 350W
Color Wheel: 7 colors +white, color fine tuning, rotation with variable direction and speed
1 Rotation Gobo Wheel: 7 gobos + white, wheel rotation and shake
1 Static Gobo Wheel: 8 gobos + white, wheel rotation and shake
Prism: 8-facet Prism, bi-directional rotatable at variable speeds
Control Channel: 16/18 DMX Channels USITT DMX-512
IP 20 protection rating
Dimensions: 320(L)*220(W)*480(H)mm          Packing size: 365(L)*280(W)*600(H)mm 
Net Weight: 13.50kg Gross Weight: 16.50kg

输入电压：AC90-260V 50/60Hz 光源：150W高输出白光LED
变焦角度：4.5°~22° 控制信号：DMX 512，主从和声控或自动运行
控制通道：16/14 DMX 通道 USITT DMX-512
色轮：7种颜色+白色，颜色微调，可变方向和速度旋转
旋转图案盘：5个玻璃图案片+2个打开，轮子旋转和晃动
棱镜：8面棱镜，可双向变速旋转
功耗：265W     IP 20 防护等级
尺寸：328(L)*220(W)*482(H)mm 包装尺寸：365(L)*290(W)*600(H)mm
净重：12.35kg 毛重：14.95kg

Input Voltage: AC90-260V 50/60Hz Light Source: 150W High Output White LED
Zoom angle: 4.5°~22 ° Power Consumption: 265W
Control Signal: DMX 512, master-slave and sound activated or auto operation
Control Channel: 16/14 DMX Channels USITT DMX-512
Color Wheel: 7 colors+white, color fine tuning, rotation with variable direction and speed
Rotation Gobo Wheel: 5 glass gobos + 2 open, wheel rotation and shake
Prism: 8-facet Prism, bi-directional rotatable at variable speeds
IP 20 protection rating
Dimensions: 328(L)*220(W)*482(H)mm           Packing size: 365(L)*290(W)*600(H)mm
Net Weight: 12.35kg Gross Weight: 14.95kg

MS-BSZ150
LED 150W Beam Spot Wash 3in1 

输入电压：AC90-260V 50/60Hz 光源：250W高输出白光LED
控制信号：DMX 512，主从和声控或自动运行
变焦角度：5.5°~30°  功耗：350W
色轮：7色+白色，颜色微调，可变方向和速度旋转
1个旋转图案盘：7个图案+白色，轮子旋转和抖动
1个静态图案盘：8个图案+白光，轮子旋转和抖动
棱镜：8面棱镜，可双向变速旋转 控制通道：16/18 DMX 通道 USITT DMX-512
IP 20 防护等级     尺寸：320(L)*220(W)*480(H)mm
包装尺寸：365(L)*280(W)*600(H)mm              净重：13.50kg，毛重：16.50kg

MS-B250Z
LED 250W Beam Spot Wash 3in1 

Voltage: AC100-240V 50/60Hz                     Power Consumption : P=75W
Light source: 1pc 60W White Led
Four Control Modes: Sound active, LED Auto Run, DMX and Master/Slave
Channel:8CH and12CH          Color Wheel:7 color+white,with rainbow effect
Gobo Wheel:7 gobo+open
Auto test LED display, easy to control
Light size:17*15*27CM
Weight:2.6KG

电压：AC100-240V 50/60Hz
功耗：P=75W
光源：1pc 60W 白色 LED
四种控制模式：声控、LED自动运行、DMX和主/从
频道：8CH和12CH
色轮：7色+白色，带彩虹效果
图案盘：7个图案+开放
自动测试
LED显示，易于控制
灯尺寸：17*15*27CM
重量：2.6KG

MS-MG60
60W Gobo Moving Head Light 

Voltage: AC110-220V，50-60HZ
Power consumption: 60W
Light Source: 1PCS*30W White LED
Gobos: 8 gobos
Color: 8 colors
Channel: 9/11CH
Operation: DMX, Sound, Master-slave, Auto
Tilt: 540°                Pan: 270°

电压：AC110-220V，50-60HZ
功耗：60W
光源：1PCS*30W 白光LED
图案片：8个图案片
颜色：8色
频道：9/11CH
操作：DMX、声音、主从、自动
倾斜：540°
平移：270°

MS-MG30
30W Mini Led Spot Moving Head Light 







Power Supply: AC100~240V 50/60Hz

Rated Power: 50W

Light color: Full color

Control Mode: Sound/Auto/DMX512/Master-Slave

DMX512 Control Channels:6CH/34CH

N.W/G.W: 1.8/2kg

Pack Size: 27*21*17CM

Product Size 21*16.5*14CM

电压：AC90~240V 50~60HZ±10%               功耗：120W                激光源：二极管
激光功率/波长：1x100mW 红光（638nm）1x1000mW 绿色 (520nm )1 x 3000mW 蓝色 (445nm )
光束尺寸：孔径4mm 发散度：<1.5mrad-full angle 颜色：RGB全彩
外部调制：模拟 激光图案：256个内置激光图案 DMX通道：13/25CH
扫描系统：25kpps 控制信号：DMX-512国际标准信号
控制模式：音乐，自动，主从和DMX-512l，ILDA控制 冷却系统：风扇
操作环境：室内 工作温度：-10°C～40°C
净重：5.5kg 尺寸：27(L)x 20(w)

Voltage:AC90~240V 50~60HZ±10% Power consumption:120W
Laser source: diode. Laser power /wavelength:1x100mW Red(638nm)

1x1000mW Green (520nm )
1 x 3000mW Blue (445nm )

Beam size: 4mm at aperture Divergence: <1.5mrad-full angle
Colors:RGB full color External Modulation:Analog
Laser Patterns:256 pieces built-in laser patterns DMX Channel:13/25CH
Scanner system: 25kpps Control signal:DMX-512 international standard signal
Control mode:Music,auto,master-slave and DMX-512l,ILDA Control
Cooling system:fan Operation environment :Indoor
Operation temperature:-10°C～40°C
Net Weight :5.5kg Dimension Size : 27(L)x 20(w) 

MS-L5
5W RGB Animation Laser Light

 Power supply：AC 110 ~220V 50/60Hz
 Rated Power：150W
 Working mode：Auto/DMX512/ master-slave/sound/ILDA
 DMX Control Channel：5CH/17CH/18CH/27CH/52CH
 Cool system: Intelligent air cooling system
 Working environment: indoor
 Working temperature: 0℃ - 35℃
 N.W./G.W.（2 in1）： 10kg/12KG
 Package size：60*35*28CM

  电源：AC 110 ~220V 50/60Hz
  额定功率：150W
  工作模式：自动/DMX512/主从/音响/ILDA
  DMX控制通道：5CH/17CH/18CH/27CH/52CH
  冷却系统：智能风冷系统
  工作环境：室内
  工作温度：0℃ - 35℃
  净重/毛重（2合1）： 10kg/12KG
  包装尺寸：60*35*28CM

MS-L6
6W RGB Animation Laser Light

/ L5



额定电压：AC100~240V 50/60Hz；<300W                          调制：模拟
扫描仪：20kpps x 6pcs
控制方式：声控/自动/DMX512/主从/ILDA（同步控制）
通道：27/121（默认）/157CH（独立控制）
演示效果：内置160个图案（8组x 20个球杆）
控制接口：国际标准DMX 512，ILDA标准DB25连接器（Pangolin（美国），Moncha）
应用：室内媒体活动
1合1包装尺寸：107 x 25 x 22.5cm 净重/毛重:10/12kg
二合一包装尺寸：109.5 x 53 x 27cm 净重/毛重:20/26kg

Rated voltage: AC100~240V 50/60Hz;<300W                 Modulation:analog    
Scanner: 20kpps x 6pcs
Control mode: sound/ automatic/DMX512/ master-slave/ILDA(synchro control)
Channel:27/121(default)/157CH(individual control)
Demonstration effect: built-in 160 pattern(8 groups x 20 cues)
Control Interface:international standard DMX 512,ILDA standard DB25 connector

（Pangolin (USA), Moncha)
Application:indoor medium events 
1 in1 packingsize: 107 x 25 x 22.5cm
N.W./G.W.:10/12kg
2 in 1 packingsize: 109.5 x 53 x 27cm
N.W./G.W.:20/26kg

Product name: 10W RGB animation laser light 
Light source brand: Japan Nichia
Light source power：R：2000mW@638nm G：2000mW@520nm  B：2000mW@445nm
Voltage: AC110~240V, 50/60Hz Scanner: AT40K
Beam specification：About 4mm/ 1.3mrad            Modulation：100K Analog / TTL 
Scanning angle：Max60° IP rate：IP44
Laser show: text/animation/animation/beam/logo/custom
Working temperature: -20~45°
Package size (Carton) ：38*31*25cm
Gross weight (Carton)：8.5kg
Control mode: ILDA/Sound active/Auto/DMX512/Masterslave/SD card

MS-L10
10W RGB Animation Laser Light
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Rated voltage: AC110V/AC230V±10%
Rated frequency: 50Hz~60Hz Rated power: 150W
Laser power: (red: 200 mw/638 nm, green: 100 mw/520 nm, blue: 200 nm/447 nm) *6
Laser source: semiconductor laser generator 
Swing angle: 180 degrees on the X axis and 60 degrees on the Y axis can be  

controlledseparately. 
Control channel: 11/26/38/ DMX-512 signal channel optional
Control signal: international standard DMX-512 signal
Control mode: DMX-512 signal control, voice control, self-propelled control, master-slave 

synchronization control
Cooling system: fan forced cooling system 
Working environment: indoor                    Lamp body size: 90*16*25cm

Rated voltage: AC95V-245V, 50/60Hz                     Power rating: 200W
Laser color: red light                               Laser source: R500Mw *6PCS
Happy Valley Light Source: 5050 3 in 1 0.3W * 480PCS
Light source: CREE LED5W * 8PCS
Modulation signal: TTL modulation signal
Control mode: DMx512 signal control, self-running mode, voice control 

mode, master-slave mode
Control channel: 31/59 DMX512 channels
X-ray scanning:electrode less scanning Y-scan: 0-120 degrees
Scanning system:stepper motor Working environment: indoor
Lamp size: 85*9*32CM Packing size 92 * 27 * 35CM
Net weight: 13.5Kg Gross weight: 15Kg

额定电压：AC95V-245V，50/60Hz 额定功率：200W
激光颜色：红光 激光源：R500Mw *6PCS
光源：5050 三合一 0.3W * 480PCS 光源：CREE LED5W*8PCS
调制信号：TTL调制信号
控制模式：DMx512信号控制、自运行模式、声控模式、主从模式
控制通道：31/59 DMX512通道 X射线扫描：无电极扫描 Y扫描：0-120度
扫描系统：步进电机 工作环境：室内
灯具尺寸：85*9*32CM 包装尺寸92*27*35CM
净重：13.5Kg 毛重：15Kg

MS-BLS06
Beam Laser Strobe 3 in 1 Moving Head

MS-Y10
6x2W RGB Laser Light

产品名称：10W RGB动画激光灯                              光源品牌：日本日亚
光源功率：R：2000mW@638nm   G：2000mW@520nm   B：2000mW@445nm
电压：AC110~240V，50/60Hz 扫描仪：AT40K
光束规格：约4mm/ 1.3mrad 调制方式：100K 模拟/TTL
扫描角度：Max60° 激光秀：文字/动画/动画/光束/logo/自定义
防护等级：IP44 工作温度：-20~45°
包装尺寸（纸箱）：38*31*25cm               毛重（纸箱）：8.5kg
控制方式：ILDA/声控/自动/DMX512/主从/SD卡

额定电压：AC110V/AC230V±10%
额定频率：50Hz~60Hz 额定功率：150W
激光功率：（红色：200 mw/638 nm，绿色：80 mw/520 nm，蓝色：200 nm/447 nm）*8
激光源：半导体激光发生器 X轴电机行程：0-180
控制通道：12/20 DMX-512信号通道可选
控制信号：国际标准DMX-512信号
控制方式：DMX-512信号控制、声控、自走控制、主从同步控制
冷却系统：风扇强制冷却系统工作环境
室内灯体尺寸：107*8*6.8CM

Rated voltage: AC110V/AC230V±10%
Rated frequency: 50Hz~60Hz Rated power: 150W
Laser power: (red: 200 mw/638 nm, green: 80 mw/520 nm, blue: 200 nm/447 nm) *8
Laser source: semiconductor laser generator X-axis motor stroke:0-180
Control channel: 12/20 DMX-512 signal channel optional
Control signal: international standard DMX-512 signal
Control mode: DMX-512 signal control, voice control, self-propelled control, master-slave 
synchronization control
Cooling system: fan forced cooling system 
Working environment: indoor Lamp body size: 107*8*6.8CM

MS-Y8
8-Eye Full Colour Moving Head Laser
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Light source:5pcs 12W 6 in 1                              Power consumption:40W
Lifetime of light source:30000hrs
Operating voltage:100-240VAC，50/60Hz          Beam angle:20°
Fuse:F3AL250V                                       Ambient temperature:-20℃~45℃
Signal connection:The maximum number of devices in a DMX chain should 

not exceed 32 units.
IP rating:IP65 Housing:Material: high-intensity die casting aluminum alloy. 
Color: black Controlled by:DMX512,Master/Slave,Stand-alone
Size:231*145*227mm                                     Net weight:3.1KG

光源：5颗12W 6合1 功耗：40W
光源寿命：30000hrs 工作电压：100-240VAC，50/60Hz
光束角：20° 保险丝：F3AL250V
环境温度：-20℃~45℃
信号连接：一个 DMX 链中的最大设备数量不应超过 32 台。
防护等级：IP65                                 外壳：材质：高强度压铸铝
合金。 颜色：黑色                             控制：DMX512，主/从，单机
尺寸：231*145*227mm
净重：3.1KG

MS-BW56-S
5x12W 6in1 Waterproof Led Par Light 

Light source:7pcs 12W 6 in 1                              Power consumption:60W
Lifetime of light source:30000hrs
Operating voltage:100-240VAC，50/60Hz          Beam angle:20°
Fuse:F3AL250V                                       Ambient temperature:-20℃~45℃
Signal connection:The maximum number of devices in a DMX chain should 

not exceed 32 units.
IP rating:IP65 Housing:Material: high-intensity die casting aluminum alloy. 
Color: black Controlled by:DMX512,Master/Slave,Stand-alone
Size:231*145*227mm                                     Net weight:3.1KG

光源：7颗12W 6合1 功耗：60W
光源寿命：30000hrs 工作电压：100-240VAC，50/60Hz
光束角：20° 保险丝：F3AL250V
环境温度：-20℃~45℃
信号连接：一个 DMX 链中的最大设备数量不应超过 32 台。
防护等级：IP65                                 外壳：材质：高强度压铸铝
合金。 颜色：黑色                             控制：DMX512，主/从，单机
尺寸：231*145*227mm
净重：3.1KG

MS-BW76-S
7x12W 6in1 Waterproof Led Par Light 

Light source:7pcs 12W 6 in 1                              Power consumption:60W
Lifetime of light source:30000hrs
Operating voltage:100-240VAC，50/60Hz          Beam angle:20°
Fuse:F3AL250V                                       Ambient temperature:-20℃~45℃
Signal connection:The maximum number of devices in a DMX chain should 

not exceed 32 units.
IP rating:IP65 Housing:Material: high-intensity die casting aluminum alloy. 
Color: black Controlled by:DMX512,Master/Slave,Stand-alone
Size:231*145*227mm                                     Net weight:3.1KG

光源：7颗12W 6合1 功耗：60W
光源寿命：30000hrs 工作电压：100-240VAC，50/60Hz
光束角：20° 保险丝：F3AL250V
环境温度：-20℃~45℃
信号连接：一个 DMX 链中的最大设备数量不应超过 32 台。
防护等级：IP65                                 外壳：材质：高强度压铸铝
合金。 颜色：黑色                             控制：DMX512，主/从，单机
尺寸：231*145*227mm
净重：3.1KG

MS-BW76-S
7x12W 6in1 Waterproof Led Par Light 

Light source:5pcs 12W 6 in 1                              Power consumption:40W
Lifetime of light source:30000hrs
Operating voltage:100-240VAC，50/60Hz          Beam angle:20°
Fuse:F3AL250V                                       Ambient temperature:-20℃~45℃
Signal connection:The maximum number of devices in a DMX chain should 

not exceed 32 units.
IP rating:IP65 Housing:Material: high-intensity die casting aluminum alloy. 
Color: black Controlled by:DMX512,Master/Slave,Stand-alone
Size:231*145*227mm                                     Net weight:3.1KG

光源：5颗12W 6合1 功耗：40W
光源寿命：30000hrs 工作电压：100-240VAC，50/60Hz
光束角：20° 保险丝：F3AL250V
环境温度：-20℃~45℃
信号连接：一个 DMX 链中的最大设备数量不应超过 32 台。
防护等级：IP65                                 外壳：材质：高强度压铸铝
合金。 颜色：黑色                             控制：DMX512，主/从，单机
尺寸：231*145*227mm
净重：3.1KG

MS-BW56-S
5x12W 6in1 Waterproof Led Par Light 



MS-BW1218 
12*18W 6IN1 RGBAW UV BATTERY 
POWERD & WIRELESS    

Power supply: AC110V-250V                           Frequency: 50-60Hz
Light source: 12pcs 18W high brightness 6 in 1 leds
Lamp life: 6-10 ten thousand hrs                     LED angle: 15/25/40 degree
Color: 16.7 million kinds of color change
Control channels: 6/10 CH                               Waterproof: IP65
Control mode: DMX512, master/slave, auto, sound active, infrared control, phone App.
Automatic model (by function button) : color change, color strobe, color dimmer, color gradual 

change/color jump change
Operation menu: 4 digit digital LED display
size: 270*270*330mm                                      N.W: 5.5kg
电源：AC110V-250V 频率：50-60Hz
光源：12颗18W高亮度6合1 LED
灯管寿命：6-10万小时 LED角度：15/25/40度
颜色：1670万种颜色变化 控制通道：6/10 CH
防水：IP65
控制方式：DMX512、主/从、自动、声控、红外控制、手机App。
自动模式（按功能键）：颜色变化、颜色频闪、颜色调光、颜色渐变/颜色跳变
操作菜单：4位数码管显示
尺寸：270*270*330mm                                    净重：5.5kg









电压：AC100v-240V 50-60HZ 功率：50W
光源：50W欧司朗        灯泡寿命：30000小时
色温：7500K 光束角：20°/35°
图案盘：1个图案盘+白光 花样旋转：可调速双向旋转
通道数：4通道   防水等级：IP65
对焦：手动调整  可调光：0-100%可调
频闪：0-30Hz/秒 控制方式：国际标准DMX512/手动/主从方式
调节角度：垂直调节180° 环境温度：-20° - 45°
外壳材质：压铸铝合金               灯具尺寸：280*145*220mm 重量：2.8KG

Voltage：AC100v-240V 50-60HZ Power：50W
Light source：50W Osram Lamp life：30000 hours
Color temperature：7500K Beam angle：20°/35°
Gobo：1 gobo + white light
Pattern rotation：adjustable speed bidirectional rotation
Number of channels：4 channels                         Waterproof grade：IP65
Focus：Manual adjustment
Adjustable light：0-100% tune adjustment           Strobe：0-30Hz/sec
Control mode：international standard DMX512/manual/master-slave mode
Adjustment angle：vertical adjustment 180°
Ambient temperature：-20° - 45°         Shell material：Die-cast aluminum alloy
Lamp size：280*145*220mm Weight：2.8KG

MS-LGP50
50W LED Waterproof Logo Projector Light

光源：200W 白色 工作电压：100-240VAC 50/60Hz
光源寿命：30000h GOBO：4/8 GOBO，静态GOBO/动态GOBO
功耗：230W 色温：10000K
镭：>70 环境温度：-20 -45°
投射角度：（4GOBO：10°/20°/35°/60°）（8GOBO：7°/15°/20°/40°）
对焦：手动对焦                                   防护等级：IP66
净重：10KG                                          尺寸：L315* W172* H380mm
包装尺寸：49 .5 *39 .5 *25CM(1pcs)

MS-GB200
200W Gobo Projector

Light ource: 200W white color
Operating voltage: 100-240VAC 50/60Hz
Lifetime of light source: 30000h
GOBO: 4/8 GOBO ，static GOBO/dynamic GOBO
Power consumption: 230W
Color temperature: 10000K                                  Ra: >70
Ambient temperature: -20 -45°
Angle of projection: (4GOBO ：10°/20°/35°/60°）(8GOBO ：7°/15 °/20 °/40°）
Focus: manual focus                                            IP rating: IP66
Net weight: 10KG                          Dimensions: L315* W172* H380mm
Package size: 49 .5 *39 .5 *25CM(1pcs)

LED Gobo Projector 图案灯系列 LED Gobo Projector 图案灯系列







Light source : 28WLED 
Color system: RGBWA mixed color 
Maximum running time (full light): 1 hour /2 hours /3 hours /4 hours /5 hou/6 hours /7 hours /

8 hours /9 hours /10 hours /11 hours /12 hours mode is optional. 
Maximum running time (solid light): up to 8 hours.
 Charging time: 7 hours 
Stroboscopic: 0-30HZ 
Dimming: 4 dimming modes 
Control mode: wireless DMX. Mobile APP, remote control
Channel: 4ch/5ch/6ch/7ch/12ch/40ch/80ch/160ch
 Display: OLED display screen 
Input voltage and frequency: 100-240VAC,50/60HZ 
Power supply: The charging interface is in the air box,  and the adapter can also be used 

for charging. 
Signal connection: 2.4G wireless connection, wireless connection  within effective distance 
Battery: lithium electronic battery, 9600MAH
 Dimensions: 1435MM (length) *50mm (diameter) 
Weight: 2.5kg 
Heat dissipation system: natural heat dissipation 
Shell: aluminum alloy, semi-light oxidized fine black  sand.

MS-T360
IP65 Wireless Battery 360° Pixel Tube

Wireless Gas-Fillde Lamp
MS-C1

Input voltage: AC100V-250V/50-60HZ
Power: 120W
Light source: 6*15W high brightness OSRAM LED lamp beads (4 in 1)
Colors: 16.7 million color variations
Waterproof grade: IP65
Light source life: 50000 hours
Lens angle: 40° (42 diameter lens)
Controls: self-propelled, strobe, infrared remote control
Battery: 21700 lithium battery * 12 3 series 4 parallel 4 * 4800 = 19200 capacity
Charge and discharge can reach more than 500 times
Charging time: 8 hours to fully charge
Discharge time: RGBW full brightness 3.5 hours, monochrome up to 9 hours
9.5 hours in self-propelled mode
Turn on to inflate 1 minute to complete
Size: Diameter 500MM* Height 3200MM
Net weight: 8KG
Packaging size: 53cm*53cm*25cm  



Input Voltage: 90-240VAC, 50/60 hz
Output Voltage: DC12V
Product Size: 500*500*70mm
Power: 15 w
Led QTY: 60 pcs 5050smd
Color: RGB 3IN1
Life Span：≥100000 hours
Surface Board: 12mm tempered glass
Waterproof : IP67
N.W.：11KG
G.W.：12KG
Packing size: 560*560*130mm
Load-bearing: 500kg/pc
Program: 96 kinds of effects inside.

输入电压：90-240VAC，50/60 赫兹
输出电压：DC12V
产品尺寸：500*500*70mm
功率：15 瓦
LED 数量：60 颗 5050smd
颜色：RGB 三合一
寿命：≥100000小时
面板：12mm钢化玻璃
防水：IP67
净重：11KG
毛重：12KG
包装尺寸： 560*560*130mm
承重：500kg/pc
程序：里面有96种效果。 

MS-DF01
3D infinity dancing floor

Panel size: 50*50*7cm
LED Type: 84pcs LED Epistar SMD5050
Surface: 10mm tempered glass
Shell: ABS
Power: 20 watt
Input Voltage: AC 90-260v, 50/60Hz
Output Voltage: DC 12V
Connection : Wired /Magnetic option 
N.W.: 11 KG

面板尺寸：50*50*7cm
LED类型：84颗LED Epistar SMD5050
表面：10mm钢化玻璃
外壳：ABS
功率：20瓦
输入电压：AC 90-260v，50/60Hz
输出电压：DC 12V
连接：有线/磁性选项
净重：11 公斤

MS-DF08
Double Infinity 3D Led Dance FloorWireless Magnetic 3D Infinity Dance Panel 

MS-DF03

Input Voltage:90-240V,50-60hz
Output Voltage :DC12V
Product size :600*600*70m（2FT *2FT）
Power :20W
Led Qty :72pcs 5050smd led rgb 3in1
Color :RGB 3in1 
Life Span:≥100000hrs
Surface galss :10mm tempered  glass 
Connection way: Magnetic connection 
N.W:15kg
Packing size :650*650*200mm
Loading -bearing :500kg/m²
Program:60 pcs kind of effects inside 

输入电压：90-240V,50-60hz
输出电压：DC12V
产品尺寸：600*600*70m（2FT *2FT）
功率：20W
LED 数量：72 颗 5050smd LED RGB 3 合 1
颜色：RGB 三合一
寿命：≥100000hrs
表面玻璃：10mm钢化玻璃
连接方式：磁力连接
净重：15kg
包装尺寸：650*650*200mm
承重：500kg/m²
程序：60种内含效果  

8*8 Wireless Magnetic Video Dance 
Panel ”

MS-DF04

Input Voltage:90-240V,50-60hz
Output Voltage :DC12V
Product size :500*500*70mm /600*600*7mm
Power :20W
Led Qty :64pcs 5050smd led rgb 3in1 
Color :RGB 3in1 
Life Span:≥100000hrs
Surface galss :10mm tempered  glass 
Connection way: Magnetic connection 
N.W:9KG /12KG
Packing size :560*560*130mm
Loading -bearing :500kg/m²
Program:60 pcs kind of effects inside 
Pixel: 8*8pcs

输入电压：90-240V,50-60hz
输出电压：DC12V
产品尺寸：500*500*70mm /600*600*7mm
功率：20W
LED 数量：64 颗 5050smd LED RGB 3 合 1
颜色：RGB 三合一
寿命：≥100000hrs
表面玻璃：10mm钢化玻璃
连接方式：磁力连接
净重：9KG /12KG
包装尺寸：560*560*130mm
承重：500kg/m²
程序：60种内含效果
像素：8*8pcs  



SP

MSP750
750W Rotation Spark Machine

SP1300
1300W Double Head Rotation Spark Machine

SP650
650W Spark Machine

  : 220VAC or 100VAC，50HZ,60HZ
Lamp power : 600W
Spray height : 1-5M
Control : DMX / Wire Remote 
Control Channels : 1 CH
Where Used : Wedding,DJ Parties,Big Show, Stage Show
Product dimension : 200*200*292(mm)
Carton size : 280*280*400(mm)
NW/GW : 6.8KG/8.2KG

电压 : 220VAC或100VAC，50HZ,60HZ
灯功率 : 600W
喷雾高度 : 1-5M
控制 : DMX / 有线遥控
控制通道 : 1 CH
产品尺寸 : 200*200*292(mm)
纸箱尺寸 : 280*280*400(mm)
净重/毛重 ： 6.8KG/8.2KG
使用场景 ： 婚礼、DJ 派对、大型表演、舞台表演

Spray height: 1-5 meters (5 gears on the console)
Spray diameter: 22mm
Spray direction: Rotation (X-axis 360°Y-axis ±30°)
Heating method: electromagnetic heating, preheating for about 3 minutes
Control mode: DMX512                        Power: 750W
Shell Material: Aluminum
Accessories: 3M power cord, signal line, multi-function remote control 
Product size: 265*265*480mm             Product weight: 11.8kg
Single carton pack: 560*350*350mm 15kg
Air box 2 pieces: 840*380*700mm 48kg

喷花高度：1-5米（控台5档）  喷花口径：22mm 
喷花方向：旋转（X轴360°Y轴±30°）                 加热方式：电磁加热 预热3分钟左右
控制方式：DMX512 功率：750W 外壳材质：铝
配件：3M电源线、信号线，多功能遥控器产品尺寸：265*265*480mm
产品重量：11.8kg
纸箱单只装：560*350*350mm 15kg    
航空箱2只装：840*380*700mm 48kg

Power : 1300W
Fuse : 110V/16A, 220V/10A
Interface : Double DMX input, Double AC power
Working Height : 1-5m
Control mode : DMX
Fountain direction : 360°
Housing material : Aluminum
Working : -10-50℃
N.W : 20kgs
Dimension : 365*365*400mm

功率：1300W
保险丝：110V/16A、220V/10A
接口：双DMX输入，双AC电源工作高度：1-5m
控制模式：DMX
喷泉方向：360°
外壳材料 : 铝
工作：-10-50℃
净重：20kg 尺寸：365*365*400mm

Spray height: 1-5 meters (5 gears for console, 3 gears for remote control)
Spray diameter: 22mm
Spray direction: up
Heating method: electromagnetic heating
Control method: DMX512 and wireless remote control
Power: 650W
Shell Material: Aluminum
Accessories: 3M power cable, signal cable, multi-function remote control
Product size: 205*205*265mm
Product weight: 5.9kg

喷花高度：1-5米（控台5档，遥控3档）
喷花口径：22mm
喷花方向：上
加热方式：电磁加热
控制方式：DMX512和无线遥控
功率：650W
外壳材质：铝
配件：3M电源线、信号线，多功能遥控器
产品尺寸：205*205*265mm
产品重量：5.9kg 



Voltage: AC 110V/220V 60/50Hz
Power: 1500W        
Control Mode: DMX & Remote
LED:12Pcs x 3W
DMX Channel: 6
Capacity: 0.3-0.5Kg confetti
Continuous Output: 20s-30s
Spray Height: 4-5m   
Size: 57 x 33 x 33cm
Gross Weight: 9Kg
Shipping Weight:15Kg

电压：AC 110V/220V 60/50Hz
功率：1500W
控制模式：DMX & 遥控
LED：12 个 x 3W
DMX通道：6
容量：0.3-0.5Kg 五彩纸屑
连续输出：20s-30s
喷雾高度：4-5m
尺寸：57 x 33 x 33cm
毛重：9Kg
运输重量：15Kg

C-02
3500W/6000W Dry Ice Machine

Voltage：AC110V-130V, 220V-240V  50/60Hz
Normal heat-up time：12minutes
Electronic temperature control：70-80℃
Water consumption：10 L ( up to water line) 
Max continuous output duration：5-6 minutes
Max output coverage：200 square meters
Net weight：8.8kg
Gross weight：11.18kg
Packing size：490*450*465mm

C02 LED DJ PARTY JET MACHINE
CO2 Jet

Air Presure: 5MPA
Shooting range: 6-8M
Size(mm): 650 ×60 ×350 mm(L×W×H)
Weight(Kg): 2.5Kg

 5 MPA
6-8M
(mm) 650 ×60 ×350 mm( × × )
(Kg) 2.5Kg

MS-I-03
LED Confetti Machine

3500W

Voltage：AC110V-130V, 220V-240V  50/60Hz
Normal heat-up time：18minutes
Electronic temperature control：70-80℃
Water consumption：19 L ( up to water line) 
Max continuous output duration：5-6 minutes
Max output coverage：250 square meters
Net weight：18kg
Gross weight：20kg
Packing size：650*560*580mm

6000W

H-01
1800W Spraying Foam Machine

Voltage:AC220V~240V 50Hz
Power:1800W
Jet distance:6-8 M
Oil Consumption:8 litre/min
Actual gross weight per box:110Kg
Size of each box：104*51*128cm

电压：AC220V~240V 50Hz
功率：1800W
喷射距离：6-8 M
油耗：8升/分钟
每箱实际毛重：110Kg
每箱尺寸：104*51*128cm

3500W 6000W
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